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Rain Bird 5000 (serie) nozzles
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5000 Serles 5td. Angle Raln Curtaln™ Nozzle Performance METRIC

Pressure MNozzle Radlus Flow Flow Precp Preclp

bar m mih  I/m mm/h  mm/h
2.0 15 10.2 0.28 48 5 6

2.0 10.8 036 6.0 6 7

2.5 109 0.44 7.2 7 9

3.0 11.2 0.55 an 9 10

40 11.6 071 120 1 12
50 121 091 150 13 15
6.0 124 105 174 15 17
8.0 11.8 145 240 32 37

25 15 104 031 54 6 7
20 1.0 041 66 7 8
25 1.3 050 84 8 0
0 1.2 062 102 9 11

40 123 081 132 1 13
50 12.7 1.03 174 13 15
6.0 132 121 204 14 16
8.0 133 163 270 24 28

3.0 1.5 106 034 &0 6 7
20 11.2 045 78 7 8
25 1.3 056 96 9 10
30 121 069 114 9 1A

4.0 127 089 150 1 13
50 135 113 188 12 14
6.0 134 134 222 13 17
8.0 134 179 300 23 27

3.5 1.5 10.7 037 &0 ! 8
20 11.3 049 84 8 9
25 11.3 060 102 9 n

3.0 12.2 074 126 10 12
40 128 097 162 12 14
5.0 137 123 204 13 15
6.0 142 145 240 13 15
8.0 149 193 324 20 24
4.0 1.5 106 040 &6 7 8
20 1.1 052 9.0 8 10
25 13 064 108 10 12
3.0 122 080 132 n 12
40 128 1.04 174 13 15
5.0 137 132 222 14 16
6.0 149 155 258 14 16
8.0 15.2 206 342 21 25
4.5 1.5 104 042 7.2 8 9
20 107 055 90 10 1
25 113 068 114 1 12
3.0 122 084 138 1 13
4.0 128 110 180 13 15
5.0 137 140 234 15 17
6.0 146 164 282 15 18
152

Precipitation rates based on half-cirdle eperation

B Square spacing based on 50% dismeter of throw

A Triangular spacing based on 50% diameter of throw
Perfarmance data collected in zero wind conditions

Performance data desived from tests that conform with ASABE Standards; ASABE S398.1.
See page 198 for complete ASABE Test Certification Statement.
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